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4"Ø / 6"Ø PVC
Polylok VI Boot
(Typ of 4)

Boot accepts 4"Ø / 6"Ø PVC
SCH 40, SDR 35 or S&D.
All pipe types should be glued
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5" Typ

Inlet (4"Ø PVC Shown)

*31 1/2" Inv. 4"Ø PVC
*30 1/2" Inv. 6"Ø PVC *29 1/2" Inv. 4"Ø PVC

*28 1/2" Inv. 6"Ø PVC

*Dimension is taken from bottom of tank

Manufacturing Notes

1.1. Concrete Compressive Strength: 5000psi @ 28 Days
1.2. Air Entrainment: 4-6%
1.3. Grade 60 Reinforcement
1.4. Tanks should be pumped every 3-5 years, depending on use
1.5. NEVER use septic cleaning agents
1.6. Designed for H20 load rating
1.7. Requires grade rings to grade & H20 frames & covers
1.8. All tank penetrations are integrally cast
1.9. All joints sealed W/ butyl rubber joint sealant

Physical Specifications:

Cover Weight: 6,995 lbs

Tank Weight: 14,305 lbs

Total Weight: 21,300 lbs

Available Capacity: 1,505 gal (max)

Working Capacity: 1,011 gal (4"Ø PVC) 966 gal (6"Ø PVC)
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Plan View

Section A-A

Conceptual View - NTS

AA

Effluent filter
(Model varies)
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